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Динамический драйвер третьего поколения с двумя акустическими камерами и диафрагмой из углеродных нанотрубок

Сверхгладкая диафрагма из углеродных нанотрубок 6 мкм
Точная настройка звучания благодаря двум акустическим камерам
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Инновационная конструкция звуковода арматурного драйвера
Оптимальное рассеивание высокочастотной энергии арматурного драйвера.
Сохранение расширения и яркости высоких частот драйвера 33518.
Решение проблемы резкого звука при высоком звуковом давлении.
Инновационная конструкция звуковода
В высокочастотной части EM2 Roltion используется арматурный драйвер Knowles 33518.
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· Динамический и арматурный драйверы
· Динамический драйвер третьего поколения с двумя акустическими камерами и диафрагмой из углеродных нанотрубок
· Инновационная конструкция звуковода арматурного драйвера Knowles 33518
· Точная четырехосевая фрезеровка звуковода наушника
· Гибкие заушные крючки у кабеля
· Съемный кабель с коннекторами 2-pin
· Четырехжильный кабель из посеребренной меди
· Не требуют мощного усиления, подходят для всех жанров
· Высокоточная передача звучания
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Четыре мощных обновления
Итог наших длительных стараний
Обновленная эргономика
Обновленный динамический драйвер
Обновленное звучание
Снижение уровня шумов
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Насыщенное и детальное звучание вокала
Мощный и глубокий бас
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Четырехжильный кабель из посеребренной меди
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Искусство настройки звучания начинается с создания специального проводника  для внутренних соединений
Профессиональная электронная конструкция разделения частот точно обеспечивает идеальное соотношение и соединение трех диапазонов, оптимизируя сигнал каждого из драйверов для усиления красоты и атмосферности звука. Чтобы обеспечить точность настройки звука в EM2 ROLTION, соединительные провода также были приняты во внимание. На основе тестирования пяти различных материалов, длины и диаметра проводников, а также детальной тонкой настройки звуковых эффектов мы создали специальный  внутренний соединительный провод для EM2 ROLTION.
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Насыщенное и детальное звучание вокала
Мощный и глубокий бас
В EM2 ROLTION проведена полная оптимизация качества низких частот: скорости, слаженности, широкого динамического диапазона и глубины баса.
[bookmark: _GoBack]Между тем, благодаря сочетанию двух драйверов с особой конструкцией, EM2 ROLTION способны обеспечить насыщенное звучание с хорошим расширением высоких частот. Мощные низкие частоты прекрасно сочетаются с притягательным вокалом, яркими и плавными высокими частотами и общей музыкальностью.
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Набор практичных аксессуаров
Кожаный чехол
Насадки для усиления высоких частот
Насадки для сбалансированного звучания
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Gorgeous Voice Effect
with Rich Quality

Powerful Roaring Bass
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Four- Straﬁd Silver-
Plated Cab|e
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THE ART OF SOUND TUNING

STARTS FROM CUSTOMIZED WELDING MATERIALS

Professional electronic frequency division design accurately ensures perfect
ratio and connection of three frequency, which not only maintains the sound
effect of dynamic driver, but also reasonably distributes the high frequency
energy of balanced armature to enhance the wonderful attractiveness and
ethereality. To ensure the accuracy of EM2 ROTION sound tuning, the welding
cable has also been taken into consideration. Based on the test of five
different materials, wire lengths and diameters as well as detailed fine-tuning
of sound effect, we finally decide on the customized welding cable for EM2
ROTION.
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GORGEOUS VOICE EFFECT WITH RICH QUALITY
POWERFUL ROARING BASS

EM2 ROTION has carried full optimization on low frequency quality,
speed, cohesion, wide dynamic range and bass depth.

Meanwhile, due to the combination of nozzle-removal-balanced-armature
and carbon nanotube dual-cavity dynamic, EM2 ROTION is capable of vivid
sound quality as well as smooth and bright high frequency extension. The
strong low frequency is perfectly coordinated with the attractive voice, high
resolution and quality and the musicality.
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Exquisite and Practical
Accessories

Balanced Eartips

Leather Storage Bag Transparent Eartips
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3rd-Generation Carbon Nanotube Diaphragm
Dual-Cavity Dynamic Driver

Full 6p super-smooth carbon
nanotube diaphragm

Precision Adjustment
by Dual-Cavity
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Innovative Nozzle Removal

Reasonably disperse the high frequency energy of the BA driver
Maintain the high frequency extension and brightness of 33518
Solve the problem of harshness under high sound pressure

Innovative The high frequency part of EM2 Roltion adopts

Nozzle Removal the 33518 balanced armature.
Treatment
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Dynamic & Balanced
Armature Driver
Configuration

Four-Axis High Precision
Copper Sound Tube
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Four-Strand Silver-Plated
Cable
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3rd-Generation 10mm
Carbon Nanotube Dual
Cavity Dynamic Driver

4)

Elastic Memory
Ear Hook Design

Hit

Easy To Drive, Suitable
For All Genres Of Music

Knowles 33518
Innovative Nozzle
Removal Treatment

Improved 2-pin
Detachable Cable

High Quality
Auditory Sense
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Four Major Upgrades

All Our Endeavors For Eager Anticipations
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pgraded Dynamic Driver

Wearing Upgrade U
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Upgraded Sound Effect Decreasing the Influence
of the Front End's Noise




