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Ew100
Несъемный кабель
3.5мм штекер| без микрофона
Прозрачный корпус
Настройка АЧХ по целевой кривой H-2016

EW100 (с микрофоном)
Несъемный кабель 
3.5мм штекер | Прозрачный корпус
С микрофоном и кнопкой управления
Настройка АЧХ по целевой кривой H-2016
EW100 DSP
(С микрофоном и штекером Type-C)
Несъемный кабель 
С микрофоном и кнопкой управления
Штекер Type-C | Прозрачный корпус
Настройка АЧХ по целевой кривой H-2016

EW100P
Сменный кабель 0.78мм 2-pin
Штекер 3.5мм | Черный корпус
Без микрофона
Настройка АЧХ по целевой кривой H-2016
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1. Существует 4 модели в серии EW100: EW100, EW100 (с микрофоном), EW100 DSP (с микрофоном и Type-C) и EW100P. Они имеют одинаковую упаковку, но разные коды продуктов, обозначающие разные версии.
2. На EW100 (с микрофоном) и EW100 DSP (с микрофоном и Type-C) есть микрофон и кнопка для звонков и управления в режиме реального времени.  EW100 (с микрофоном) оснащены штекером CTIA 3,5 мм. EW100 DSP (с микрофоном и Type-C) оснащены разъемом Type-C со встроенным чипом цифрового декодирования.
Кнопка управления:
Одно нажатие: воспроизведение/пауза
Два нажатия: следующий трек
Три нажатия: предыдущий трек
(Управление громкостью не предусмотрено)
Примечание: из-за различий в мобильных операционных системах функции кнопки могут различаться в мобильных телефонах. В частности, при совершении вызова нажатие и удержание функциональной кнопки может привести к прекращению разговора, а однократное нажатие - к отключению звука. В некоторых других мобильных телефонах однократное нажатие может привести к завершению разговора. 
3. Если вы используете ЦАП-усилитель с наушниками, убедитесь, что и ваш телефон, и ЦАП-усилитель поддерживают функции микрофона и кнопки управления. Это необходимо для обеспечения правильной работы функций микрофона и кнопки управления в EW100 (С микрофоном). В противном случае может оказаться невозможным ответить на вызов или управлять воспроизведением с помощью кнопки, что не связано с наушниками. Однако это не повлияет на воспроизведение звука.
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Выход на новый уровень
Высококлассные динамические наушники с двумя акустическими камерами
Новая планка для моделей начального уровня
LCP диафрагма
10мм двухкамерный динамический драйвер
EW100 получили сертификацию "Hi-Res Audio" от Japanese Audio Association , что гарантирует точное и глубокое звучание. 
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Монстры звука
Все благодаря высокопроизводительному «сердцу»
EW100 оснащены 10-миллиметровым высокопроизводительным двухкамерным динамическим драйвером, имеющим множество продвинутых акустических технологий, таких как диафрагма LCP, мощный магнит N52, легкая звуковая катушка CCAW и латунная внутренняя камера. Он имеет низкий уровень искажений, высокое разрешение и широкий частотный диапазон, обеспечивая мощное и детальное звучание EW100.
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LCP диафрагма
В EW100 используется метод твердофазной полимеризации для производства высокополимерных кристаллических LCP-диафрагм. По сравнению с традиционной конденсацией расплава, этот метод позволяет эффективно избежать побочных реакций и обеспечивает превосходные характеристики высокополимерных кристаллических материалов.  Демпфирующие характеристики LCP обеспечивают быстрые переходные процессы, отзывчивость и точность. Модуль Юнга в верхней части купола диафрагмы гарантирует отличное разрешение высоких частот. Звучание становится цельным и естественным.
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Точная многоуровневая настройка звука
Небольшой корпус EW100 вмещает в себя точные и сложные многоуровневые методы настройки. Некоторые из этих методов представлены в виде акустической ткани, другие - в виде структурных характеристик, характеристик объема и т. д. Три слоя акустической ткани используются для точного контроля от сопла, бокового отверстия на передней полости и до второй камеры драйвера. Для достижения оптимальных характеристик системы используются различные методы, начиная с дизайна фронтальной камеры и заканчивая внутренней формой корпуса.
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Множественные исследования и разработки - единственный способ легко справляться со сложными задачами
От моделирования магнитной цепи драйвера, анализа диафрагмы, моделирования объема полости/угла сопла до проверки нескольких образцов, оптимизации структуры волновода и коррекции характеристик диафрагмы. Даже в продукты начального уровня были вложены флагманские научно-исследовательские усилия. После тщательного тестирования и проверки было найдено оптимальное решение для магнитной цепи драйвера и создана модель, способная эффективно воссоздать сущность звука. Благодаря этому EW100 обладает широкой динамической экспрессией, деликатными высокими частотами и очаровательными средними и низкими частотами. Они легкие, но очень мощные.
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Точная шкала звука
HiFi панацея
EW100 DSP используют H-2019 в качестве целевой кривой АЧХ, в то время как остальные 3 версии используют H-2016. Все они достигают удивительной согласованности с целевыми кривыми. Ровные и превосходные показатели частотной характеристики обеспечивают точное воспроизведение звука. В сравнении с объективными параметрами флагманских HiFi наушников, EW100 обладают превосходными акустическими характеристиками, которые являются сбалансированными и естественными, нейтральными и прозрачными, с хорошей адаптацией к источникам звука различного качества, что делает их безупречно совершенными.
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Универсальный помощник в играх и аудио 
Безупречны во всех отношениях
HiFi headphones themselves can act as high-level gaming headsets, and when the H-2016 curve is used as the target curve, its accurate and realistic reproduction characteristics, sound field positioning, and image level, will make it presents excellent audio and video and game playback capabilities at the same time. Surging low frequencies, accurate positioning, full spatial sound effects, trigger pulling, footsteps are clearly audible, making your listening experience faster and winning, with excellent sound insulation and let you enjoy the sound of a private cinema.
HiFi наушники сами по себе могут выступать в роли игровых гарнитур высокого уровня, а если в качестве целевой кривой АЧХ используется кривая H-2016, то точные и реалистичные характеристики воспроизведения и позиционирование звукового поля позволят им одновременно демонстрировать отличные возможности в аудио, видео и играх: мощные низкие частоты, точное позиционирование и высокая детализация звуков.
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Надежная заушная посадка
Как у любимых музыкантов
Компактный корпус создан на основе большого количества 3D-данных о контурах ушей различных людей, что позволяет обеспечить максимально комфортную посадку. Благодаря легкому корпусу и заушной посадке, наушники надежно держатся в ушах, а «микрофонный эффект» от кабеля практически отсутствует.
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Умелое сочетание различных материалов - вот в чем сила промышленного дизайна
Прозрачный корпус, выполненный из поликарбоната, наглядно демонстрирует профессиональные акустические компоненты внутри. Интеграция с панелью из алюминиевого сплава - это разумное сочетание красоты и технологичности, а оригинальная форма делает EW100 не только высококачественной HIFI-гарнитурой, но и модным аксессуаром.
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Характеристики
Тип: динамические внутриканальные наушники
Модель: EW100 Series
Излучатель: 10мм динамический двухкамерный драйвер
Диафрагма: LCP 
Импеданс: 32Ω±10% (@1кГц)
Чувствительность: 122дБ/Vrms (@1кГц)
Искажения: КНИ<1% (@1кГц)
Диапазон частот: 5Гц-45кГц
Эффективный диапазон частот: 20Гц-20кГц
[bookmark: _GoBack]Кабель: бескислородная медь с экранированием серебряной фольгой
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Precise
and complex multi-layer tuning methods
This is a system

The small body of the EW100 contains precise and complex
multi-layer tuning methods. Some of these methods exist in
the form of tuning cloth, while others exist in the form of struc-
tural characteristics, volume characteristics, etc. Three layers
of tuning cloth are used for precise control from the nozzle, the
side hole on the front cavity, to the second cavity of the driver.
Multiple methods are ingeniously integrated from front cavity
design to second cavity design to achieve optimal system per-
formance.
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Saturation R&D, the only way to
handle complicated matters with ease

From the magnetic circuit simulation of the driver, diaphragm
analysis, simulation of cavity volume/nozzle angle, to multiple
sample verification, optimization of waveguide structure, and
correction of diaphragm performance. Even entry-level prod-
ucts have been invested in flagship R&D efforts. After rigorous
testing and verification, the optimal solution for the magnetic
circuit of driver was determined and a data model that can effi-
ciently restore sound essence was established. This enables
EW100 to have broad dynamic expression, delicate high fre-
quencies and charming mid-low frequencies. It is light but
powerful like using a sledgehammer to crack a nut.
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A precise sound scale
A random blind shot HiFi panacea

EW100 DSP takes H-2019 as target curve, while the other 3
versions take H-2016 as target curve. All of them achieve
amazing consistency with the target curves. Its smooth and
excellent frequency response characteristics give it sufficient
and accurate reproduction capabilities. Comparable to the
objective parameters of flagship HiFi in-ear headphones, it
has excellent acoustic performance, which is balanced and
natural, neutral and transparent, with strong adaptability to
different quality sound sources, making it impeccably perfect.
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All-around player in gaming and audio
Flawless in every way

HiFi headphones themselves can act as high-level gaming
headsets, and when the H-2016 curve is used as the target
curve, its accurate and realistic reproduction characteristics,
sound field positioning, and image level, will make it presents
excellent audio and video and game playback capabilities at
the same time. Surging low frequencies, accurate positioning,
full spatial sound effects, trigger pulling, footsteps are clearly
audible, making your listening experience faster and winning,
with excellent sound insulation and let you enjoy the sound of
a private cinema.
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Stable and comfortable over-ear wearing
Like a shining stage singer

The compact cavity is sampled from a large amount of 3D data
of various people's ear contours, highly fitting the human ear
contour. With over-ear wearing and lightweight body, it is
stable and comfortable to wear, effectively reducing stetho-
scope effect.
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The clever fusion of different materials
is the power of industrial design

The transparent housing made of PC clearly reveals the pro-
fessional acoustic components and structures inside. The inte-
gration and collision with the aluminum alloy metal structure is
a clever meeting of cool and technological sense, and the ar-
tistic shape makes it not only a high-quality HIFI headset but
also a trendy accessory.
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Parameter

Name: High-performance dual-cavity dynamic in-ear headphone
Brand: SIMGOT

Model: EW100 Series

Sound unit: 10mm high performance dual-cavity dynamic unit
Diaphragm: LCP diaphragm

Unit impedance: 32Q+10% (@1kHz)

Sensitivity: 122dB/Vrms (@1kHz)

Distortion: THD<1% (@1kHz)

Frequency response range: 5Hz-45kHz

Effective frequency response: 20Hz-20kHz

Wire specifications: woven silver foil shielding copper wire
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EW100

Non-interchangeable cable
3.5mm jack | Without microphone
Clear color

EW100 (With Mic)

Non-interchangeable cable
3.5mm jack | Clear color
With microphone & function button

H-2016 as target curve

H-2016 as target curve
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EW100 DEP
(With Mic&Type-C)

EW100"~

0.78mm 2-pin Interchangeable cable
3.5mm jack | Black
Without microphone

Non-interchangeable cable
With microphone & function button
Type-C | Clear color

H-2019 as target curve H-2016 as target curve
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1.There are 4 versions of EW100 series: EW100, EW100
(With Mic), EW100 DSP (With Mic&Type-C) and
EW100P. They share the same package box but different
product codes to indicate different versions.

2.There is microphone and function button on EW100
(With Mic) and EW100 DSP(With Mic & Type-C) to sup-
port calling and in-line control. EW100(With Mic) adopts
CTIA 3.5mm connector. EW100 DSP(With Mic & Type-C)
adopts Type-C connector with built-in digital decoding
chip.

Function button:

Press once: play/pause

Press twice: switch to next song
Press 3 times: switch to last song
(no control on volume)

Note: due to the variations of mobile operating systems,
the definitions of function button may be different in
mobile phones. Particularly while making a call, press
and hold the function button may hang up the phone,
press once may be mute. In some other mobile phones,
press once may hang up the phone. It is recommended
to try different button combinations according to the
actual situation.

3.1f you are using a DAC&AMP with the earphones,
please ensure that both your phone and the DAC&AMP
support the MIC and inline control functions. This is nec-
essary to ensure the proper functioning of the MIC and
inline control features in EW100 (WithMic). Otherwise, it
may not be possible to activate the calling and inline con-
trol functions properly, which is unrelated to the ear-
phones. However, it will not affect audio playback.
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The establishment
of a new order

High performance dual-cavity dynamic headphones
Redefine the entry benchmark

LCP Diaphragm
10mm composite dual-cavity dynamic structure

EW100 has been certified "Hi-Res Audio" by the Japanese
Audio Association, a high-quality audio industry standard

certification that allows you to enjoy a more immersive lis- m
tening experience with higher resolution audio.
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Sound monster
All because of a high-performance heart

EW100 is equipped with a 10mm high-performance dual-cavi-
ty dynamic driver, featuring many precision acoustic configura-
tions such as LCP diaphragm, N52 strong magnetic circuit,
lightweight CCAW voice coil, brass internal sound chamber
and dual-cavity structure. It has low distortion, high resolution
and wide frequency band, ensuring the powerful performance
and audio potential of EW100.
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LCP diaphragm

The EW100 utilizes a solid-phase polymerization method to
produce high-polymer crystalline LCP diaphragms. Compared
to traditional melt condensation, it effectively avoids side reac-
tions and ensures the performance of high-polymer crystalline
materials. Its damping characteristics make it transient, re-
sponsive, fast and accurate. The excellent Young's modulus at
the top of the sphere fully guarantees high resolution and
high-frequency extension properties. Sound details are fully
and naturally displayed, making it a delicate sound.
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